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Explanation of Model Description

IF Series Motor Mounting Positions with CE Option

Standard Type (Motor on Top, Left-mounted) Motor on Side (Left-mounted) Motor on Bottom (Left-mounted)

Standard Type (Motor on Top, Right/Reversed-mounted) Motor on Side (Right/Reversed-mounted) Motor on Bottom (Right/Reversed-mounted)

Creep Sensor

Creep Sensor
Mounting Reversed

Limit Switch
Mounting Reversed

C 

CL 

Limit SwitchL 

LL 

LM 

LLM 

Reverse Home
SpecificationNM 

Guide with Ball Retention
Mechanism

Master Axis of
Synchronized Spec.
Synchronized Spec.
Sensor Mount. Rev.

Slave Axis of
Synchronized Specification

Double Slider

Metal Cable Joint Connector

Standard Type

Compact Standard Type

Compact Motor On Side

Compact Motor On Side,
Motor Mounting Reversed

Compact Standard Type,
Motor Mounting Reversed

Compact Motor On Bottom

Compact Motor On Bottom,
Motor Mounting Reversed

Medium Standard Type

Medium Motor On Side

Medium Motor On Side,
Motor Mounting Reversed

Medium Standard Type,
Motor Mounting Reversed

Medium Motor On Bottom

Medium Motor On Side,
Motor Mounting Reversed

EU

IF

Compliance with CE Con-
formity (Standard Option)CE

AQ SealAQ 

S

W

RT 

Encoder Type Motor Type

Absolute 

Incremental 

Type Stroke OptionsCable LengthApplicable ControllerSeries 

In 100mm steps 

No Cable

3 m

5 m

Specified Length



T1: XSEL-KE/KET   T2: XSEL-P/Q, SSEL, SCON

Cable Length (Note 6)

Dynamic Allow. Moment (Note 5)

Please refer to chapter Technical Reference of IA/RC General Catalogue
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www.intelligentactuator.de

X-SEL-KE/KET

Single-Phase/
3-phase 230 VAC

Single-Phase
230 VAC

Name Code Remarks

Creep Sensor (Note 3) (CL: Reversed Mounting Side)C 

Home Limit Switch (Note 3) (LL: Reversed Mounting Side)L 

Reversed Home Specification NM 

Guide with Ball Retention Mechanism (Note 4)

Double Slider (Note 4)

RT

W

Metal Cable Joint Connector EU

Compliance with CE Conformity (Standard Option) CE

AQ Seal AQ 

Encoder Type

Motor on Side, Reversed

Options

Dimensions (Motor Mounting with CE Option)

(Note 4)  It is not available for use RT option and W option at the same time.
(Note 5)  In case the traveling life is 10000 km.
(Note 6)  The max. cable length is 30 m. Speciffy the length in the unit of m. (Example: X08 = 8 m)

Pictured:
Left-mounted motor standard model SA1L

(EU special order version comes with motor cover)



T1: XSEL-KE/KET   T2: XSEL-P/Q, SSEL, SCON
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X-SEL-KE/KET

Single-Phase/
3-phase 230 VAC

Single-Phase
230 VAC

Name Code Remarks

Creep Sensor (Note 3) (CL: Reversed Mounting Side)C 

Home Limit Switch (Note 3) (LL: Reversed Mounting Side)L 

Reversed Home Specification NM 

RT

W

Metal Cable Joint Connector EU

CE

AQ Seal AQ 

Encoder Type

Motor on Side, Reversed

Options

Please refer to chapter Technical Reference of IA/RC General Catalogue

Dimensions (Motor Mounting with CE Option)
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Pictured:
Left-mounted motor standard model SA1L

(EU special order version comes with motor cover)

Guide with Ball Retention Mechanism (Note 4)

Double Slider (Note 4)

Compliance with CE Conformity (Standard Option)

Cable Length (Note 6)

Dynamic Allow. Moment (Note 5)

(Note 4)  It is not available for use RT option and W option at the same time.
(Note 5)  In case the traveling life is 10000 km.
(Note 6)  The max. cable length is 30 m. Speciffy the length in the unit of m. (Example: X08 = 8 m)
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T1: XSEL-KE/KET   T2: XSEL-P/Q, SSEL, SCON
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X-SEL-KE/KET

Single-Phase/
3-phase 230 VAC

Single-Phase
230 VAC

Name Code Remarks

Creep Sensor (Note 3) (CL: Reversed Mounting Side)C 

Home Limit Switch (Note 3) (LL: Reversed Mounting Side)L 

Reversed Home Specification NM 

Guide with Ball Retention Mechanism

Double Slider

RT

W

Metal Cable Joint Connector EU

CE

AQ Seal AQ 

Encoder Type

Motor on Side, Reversed

Options

Please refer to chapter Technical Reference of IA/RC General Catalogue

Dimensions (Motor Mounting with CE Option)
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Compliance with CE Conformity (Standard Option)

Pictured:
Left-mounted motor standard model MA1L

(EU special order version comes with motor cover)



T1: XSEL-KE/KET   T2: XSEL-P/Q, SSEL, SCON
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X-SEL-KE/KET

Single-Phase/
3-phase 230 VAC

Single-Phase
230 VAC

Name Code Remarks

Creep Sensor (Note 3) (CL: Reversed Mounting Side)C 

Home Limit Switch (Note 3) (LL: Reversed Mounting Side)L 

Reversed Home Specification NM 

Guide with Ball Retention Mechanism

Double Slider

RT

W

Metal Cable Joint Connector EU

CE

AQ Seal AQ 

Encoder Type

Motor on Side, Reversed

Options

Please refer to chapter Technical Reference of IA/RC General Catalogue

Dimensions (Motor Mounting with CE Option)
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Compliance with CE Conformity (Standard Option)

Pictured:
Left-mounted motor standard model MA1L

(EU special order version comes with motor cover)
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